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PRODUCT APPLICATION

CONSTRUCTION

¢ The water purifier is designed to mount horizontally.

¢ Adrain port on the chamber aids in draining of the purifier.

*  The water purifier’s chamber and chamber head are passivated and electropolished type 316 Stainless Steel.

*  The ballast housing is a combination of Stainless Steel Type 304 and Aluminum Alloy.

¢« EASY-OFF™ End Caps enable quick and easy lamp change, without disconnecting from the water supply or draining the
purifier. No tools are required. Always disconnect electrical power when changing lamp.

PrinciPLE oF OPERATION

The MIGHTY* PURE® design has been carefully conceived to provide adequate germicidal dosage throughout the disinfection
chamber. The dosage, as it applies to ultraviolet disinfection, is a function of time and the intensity of ultraviolet radiation to
which the water is exposed. The exposure time, in seconds, is the total time it takes the water to flow through the disinfection
chamber exposing it to the germicidal lamp. Exposure time is related to the flow rate; the higher the flow rate, the lower the
exposure time or the lower the flow rate, the higher the exposure time. The ultraviolet intensity is the amount of energy, per unit
time, emitted by the germicidal lamp. The dosage is the product of ultraviolet intensity and the exposure time. The operation of
the MIGHTY* PURE?® is as follows:

e Water enters the purifier and flows into the annular space between the quartz sleeve and the chamber wall.
*  Suspended microorganisms are exposed to the ultraviolet rays emitted by the germicidal lamp.
*  The translucent sight port, or optional ultraviolet monitor, provides visual indication of germicidal lamp operation.

*  Water leaving the purifier is instantly ready for use, no further contact time is required.

LimitatioN oF Use

The water purifier is intended for the use with visually clear water, not colored, cloudy or turbid. See “Water Quality” section
below. The water purifier is NOT intended for the treatment of water that has an obvious contamination or intentional source,
such as raw sewage; nor is the unit intended to convert wastewater to microbiologically safe drinking water.

WATER QuUALITY

Water quality plays a major role in the transmission of germicidal ultraviolet rays. It is recommended that the water does not
exceed the following maximum concentration levels:

Table 1 - Maximum Concentration Levels

Turbidity <1NTU

Manganese 0.05 mg/1

Total Suspended Solids 10 mg /1

pH: 6.5-9.5

Color: None

Hardness 6 GPG or 102.6 PPM
Iron 0.3 mg/1

Tannins: <0.1 ppm (0.1 mg/l)
UV Transmission >85% per cm*

* Contact Factory for recommendations on applications where UV transmission is < 85%

Effectively treating water with higher concentration levels than listed above can be accomplished, but may require added
measures to improve water quality to treatable levels. If, for any reason, it is believed the ultraviolet transmission is not
satisfactory, contact the factory.



INSTALLATION

LocATiON

1.

W

The water purifier is intended for indoor use only. The water purifier is designed to mount horizontally. The water purifier
should be protected from the elements and from temperatures below freezing. The ambient temperature, in the area
surrounding the water purifier, should be between 35° F and 100° F.

Electrical power supplied to the water purifier MUST match power requirements listed on the water purifier. Use of a voltage
surge protector is recommended.

A CAUTION Plug water purifier only into an approved ground fault circuit interrupt (GFCI) receptacle.

The water purifier should be located in a dry, well-lit area, which provides enough room to perform routine maintenance. This
includes a minimum distance of one chamber length from the chamber end, to allow for cleaning and/or the changing of the
lamp and quartz sleeve as well as a minimum of 6” on the opposite end of the water purifier. Minimum clearance to floor 18”.

The water purifier should always be located closest to the point of use. This reduces the chance of the purified water being
re-contaminated by bacteria in the water distribution system after the water purifier.

CAUTION  As with any water handling device, the water purifier should be located in an area where any possible
condensation or leakage from the water purifier, any purifier accessory and/or plumbing will not result in damage to the area
surrounding the water purifier. For added protection, it is recommended that a suitable drain pan be installed under
the purifier. The drain pan must be plumbed to an adequate, free flowing drain to prevent water damage in event of
a leak. There are numerous leak detection/flood stop devices, available on the market today, designed to stop flow
of water, reducing the chance of water damage due to leakage. For more details regarding leak prevention and/or
limiting damages due to leaks please contact factory.

The water purifier should be located after all other water devices, such as De-ionizers, Water Softeners, Carbon Filters,
Pre-Filters, Reverse Osmosis, Pressure Tanks, and Pumps. This eliminates the possibility of the purified water being
re-contaminated by bacteria in any of these units.

DivEnsioNAL DATA

Figure 1 - MIGHTY*PURE® Dimensional Drawing
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Table 2 - MIGHTY*PURE® Dimensional Data
Model A B C D E F G H Inlet/Outlet
MP16A 8-3/4” 167 8-3/4” 10" 16-1/2” 3-5/8” 4-5/167 8-3/16" 3/4”m NPT
MP22A 14-3/4” 227 13-1/4” 14-1/2” 22-1/2” 3-5/8” 4-5/16” 8-3/16" 3/4”m NPT
MP36C 28-1/2” 367 16~ 187 36-1/2” 4-15/16” 5-11/16” 9-1/2” 1”m NPT
MP49C 40-7/8” 497 26”7 307 49-1/2” 4-15/16” 5-11/16" 9-1/2” 1-1/2’m NPT

All specifications, dimensional data, etc are approximate and subject to change without notice.




LAmMP INSTALLATION OR REPLACEMENT

Figure 4 - Lamp Replacement
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IR/ _ Disconnect power to water purifier.

2. Remove both EASY-OFF™ End Caps by pulling each cap off static gland nut. Slide each end cap along the wire away from
the socket.

3. Carefully withdraw lamp approximately 2 inches from chamber while feeding lamp socket and lead wire on opposite
end of chamber.

4. While holding lamp end, carefully remove lamp socket on end now exposed.

5. Next, carefully slide lamp back into chamber, until approximately 2 inches of the lamp is exposed on the opposite end. Hold
lamp and remove lamp socket.

6. Lamp should now be disconnected on both ends. Carefully remove lamp from chamber. Be sure to withdraw lamp straight
out without angling until completely clear of quartz sleeve.

ACAUTION Lamp and quartz sleeve are easily damaged. Exercise care when handling.
7. Reinstall lamp in reverse order.

_ Germicidal ultraviolet rays are harmful to eyes and skin. Do not restore power to water purifier until
lamp and both EASY-OFF™ End Caps have been properly reinstalled.



12

QUARTZ SLEEVE INSTALLATION, CLEANING OR REPLACEMENT

Figure 5 - Quartz Sleeve Installation, Cleaning or Replacement
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Step 4 - Remove Gland Nuts Step 5 - Remove Washer & O-Ring Step 6 - Remove Quartz Sleeve
\ IN ORDER TO PERFORM THIS TASK, BE SURE TO WEAR THE FOLLOWING SAFETY
/ EQUIPMENT: SAFETY GOGGLES OR A FACE SHIELD, AS WELL AS GLOVES.

AWARN|NG Disconnect power to water purifier.

2. Shut off water supply to water purifier via inlet and outlet shut off valves. Drain chamber. Once the chamber is completely
drained, remove any old sealing tape from the threads of the drain plug, rewrap with 1/2” wide Teflon® thread sealing tape,
reinstall and tighten the drain plug.

3. Follow the steps in “Lamp Installation or Replacement” to remove lamp.
A CAUTION Lamp and quartz sleeve are easily damaged. Exercise care when handling.
Unscrew static gland nuts from each end of the chamber. Avoid striking quartz sleeve with static gland nut.

5. Remove Teflon® washer and O-Ring from both ends of quartz sleeve. Teflon® washer will sometimes remain within the static
gland nut. If so, remove Teflon® washer from static gland nut before proceeding.

6. Carefully remove quartz sleeve from chamber. NOTE: It is advisable to support the quartz sleeve on the opposite end
with your finger so that it does not drop to the bottom of the chamber as it slides into the chamber.

7. Once the quartz sleeve is removed, clean with alcohol or a mild, non-abrasive detergent. Stubborn stains usually can be
removed with a dilute hydrochloric acid. NOTE: Follow all manufacturer’s instructions and precautions when
handling chemicals.

8. Reassemble in reverse order. Make sure the quartz sleeve protrudes an equal distance past each threaded nipple. Be sure
O-Rings are placed on quartz sleeve before Teflon® washer.

9. Tighten static gland nuts firmly by hand only, DO NOT USE HAND TOOLS. Tightening with hand tools is likely to cause
quartz sleeve to break.

10. Slowly restore water supply to water purifier and check for leaks.
11. If no leaks occur, reinstall lamp, following the steps in “Lamp Installation or Replacement” section.

AWARNING Germicidal ultraviolet rays are harmful to eyes and skin. Do not restore power to water purifier until
lamps and both EASY-OFF™ End Caps have been properly reinstalled.



REPLACEMENT oOF BROKEN QUARTZ SLEEVE

(\ [@ [@ IN ORDER TO PERFORM THIS TASK, BE SURE TO WEAR THE FOLLOWING SAFETY
\// - I

A\ EQUIPMENT: SAFETY GOGGLES OR A FACE SHIELD, AS WELL AS GLOVES.

ACAUTION Broken Quartz is SHARP. It is recommended that protective goggles and gloves are worn when handling.

/N MWARNING Disconnect power to water purifier. Shut off water supply to water purifier via inlet and outlet shut off

valves. Completely drain chamber.

Follow the steps in “Quartz Sleeve Installation, Cleaning or Replacement” to remove lamp and quartz sleeve.

L.

10.

I1.

12.

To prevent damage to the electrical components, it is necessary to separate the ballast housing from the purifier chamber.

*  On MIGHTY*PURE® Models MP16A, and MP22A, the ballast housing is mounted to the purifier chamber using four
(4) No. 8 x 3/8” long screws. Using a Phillips cross point screwdriver, carefully remove the four (4) screws, from along
the sides of the ballast housing, and set aside. Separate the housing from the chamber.

e On MIGHTY*PURE®Models MP36C, and MP49C , the ballast housing is mounted to the purifier chamber using
four (4) 1/47-20 x 3/8” long hex head bolts. Using a 7/16” wrench or an adjustable wrench, caretully remove the four
(4) bolts with the lock and flat washers, from along the top of the ballast housing, and set aside. Separate the housing
from the chamber.

*  Keep ballast housing and mounting hardware in a clean, dry area.

Unscrew static gland nuts from each end of the chamber. Remove Teflon® washer and O-Ring from both ends of quartz
sleeve. Teflon® washer will sometimes remain within the static gland nut. If so, remove Teflon® washer from static gland nut
before proceeding.

A CAUTION Carefully remove as much of the broken quartz sleeve as possible, from each end of the chamber.

To remove fragments of quartz sleeve, hold the purifier vertically and shake. The quartz fragments will break and drop out
of the purifier through the gland fitting. Flush water through chamber being careful to remove all quartz fragments from the
interior of the chamber.

Carefully discard all pieces of the broken quartz sleeve.
Align the end of the replacement quartz sleeve with the gland fitting of the chamber.

Carefully slide the quartz sleeve into the chamber guiding it through the gland fitting. NOTE: Use care to keep the quartz
sleeve parallel to the the chamber. Angling the quartz sleeve in any direction could result in the breakage of the quartz sleeve.

As the quartz sleeve nears the far end of the chamber, support the quartz sleeve by inserting your finger through the far end
gland fitting and into the quartz sleeve. This will minimize the possibility of breaking the quartz sleeve as it passes through
the gland fitting.

Center the quartz sleeve in the chamber, making sure the quartz sleeve protrudes an equal distance past each threaded gland
fitting, of the chamber.

Re-install O-Rings, Teflon® washers, and static gland nuts. Be sure O-Rings are placed on quartz sleeve before Teflon®
washer. Tighten static gland nuts firmly by hand only, DO NOT USE HAND TOQOLS. Tightening with hand tools is likely to
cause quartz sleeve to break.

Re-assemble ballast housing to purifier chamber, using hardware removed in Step 1. NOTE: When re-assembling ballast
housing to purifier chamber, electrical power cord should exit ballast housing from the end mounted opposite the drain plug.

When all connections are complete, allow water to enter the water purifier at a low flow rate until the purifier is full. With the
purifier pressurized, it should be checked for leaks.

. See “Lamp Installation or Replacement” section to properly re-install the lamp into the water purifier.
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TECHNICAL SPECIFICATIONS

Table 4 - Technical Specifications

Model: MP16A MP22A MP36C MP49C
Flow Rate (GPM): 3 6 12 20
Inlet\Outlet Size: 3/4”m NPT 3/4”m NPT 1”m NPT 1-1/2”m NPT
Number of Lamps: 1 1 1 1

Lamp Model No.: 05-1098-R 05-1097-R 05-1343-R 05-1334-R
Length: 16-1/2” 22-1/2” 36-1/2” 49-1/2”
Width: 4-5/167 4-5/16” 5-11/16” 5-11/16”
Height: 8-3/8” 8-3/8” 9-1/2” 9-1/2”
Chamber Diameter: 4-1/4” 4-1/4” 4-1/4” 4-1/4
Shipping Weight: 12 Lbs 14 Lbs 22 Lbs 36 Lbs
Voltage: © 120V 120V 120V 120V

Amps: 23A 33A A2A S2A
Frequency: 60Hz 60Hz 60Hz 60Hz

Power Consumption: @ 18 Watts 24 Watts 44 Watts 65 Watts
Lamp Watts: 14 Watts 20 Watts 39 Watts 55 Watts
Max Operating Pressure: 100 PST 100 PSI 100 PSI 100 PSIT
Ambient Temperature: 35°F-100°F 35°F-100°F 35°F-100°F 35°F-100°F
Quartz Sleeve: 1 1 1 1

Drain Plug: 1/4” NPT 1/4” NPT 1/4” NPT 1/4” NPT

Lamp Out Indicator:

Translucent Sight Port

Translucent Sight Port

Translucent Sight Port

Translucent Sight Port

Ultraviolet Monitor: Optional Optional Optional Optional
Flow Control Valve: Optional Optional Optional Optional
Audio Alarm: Optional Optional Optional Optional
Solenoid Valve: Optional Optional Optional Optional
Time Delay Mechanism: Optional Optional Optional Optional
Elapsed Time Indicator: Optional Optional Optional Optional
Thermal Optimizer: Optional Optional Optional Optional

® 220V 50Hz, 220V 60Hz, 12V, or 24V DC units are also available. Consult Factory for specific voltage requirements.

®  Total power consumption, including ballast loss (based on 120V unit).

All specifications, dimensional data, etc. are approximate and subject to change without notice.

/N IBWARNING 12 Volt and 24 Volt Direct Current (DC) Ballasts and Units

Many individuals regard ballasts and units powered by 12 volt and 24 volt Direct Current (DC) to be
relatively benign from a safety standpoint. However, a DC ballast, in order to operate an ultraviolet
discharge lamp, must produce an output as high as 600 volts. This voltage is high enough to produce a
very serious or even lethal electric shock. IT IS IMPERATIVE that all DC ballasts and DC ultraviolet
units be wired and grounded appropriately.




OPTIONAL ACCESSORIES

Table 5 - Optional Accessories

Optional Accessories Available For: Most optional accessories are
available for operation at 120v 60Hz
GUARDIAN™ Ultraviolet Monitor - Analog/Digital MP16A through MP49C .
g/Dig ¢ or 220v 50Hz. Please specify.
SENTRY™ Safety Sensor MP16A lhI‘Ollgh MP49C Consult Factory for 12v DC or other
STERALERT™ Lamp Status Alarm MPI16A through MP49C special input power requirements.
Promate™ Audio Alarm MP16A through MP49C . .
® Unless otherwise specified PVC
Promate™ Elapsed Time Indicator Universal Input MP16A through MP49C flow control valves are supplied.
Promate™ Wall Mounting Kit MP16A through MP49C All PVC and Stainless Steel flow
control valves are male NPT.
Promate™ Time Delay Mechanism MP16A through MP49C
Consult Factory for other flow

QUANTUM™ Thermal Optimizer: MP16A through MP49C control valves

MPI6A (3/47)

MP22A (3/47)
Promate™ Solenoid Valve

MP36C (1)

MP49C (1-1/27)

MPI6A (3/47)

MP22A (3/47)
SureFLO™ Flow Control Valve ©

MP36C (1)

MP49C (1-1/27)

Certified Models Available

Model MP49C

Model MP36C &, @ | ludes SureFLO™

Flow Control Valve
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REPLACEMENT PARTS
MIGHTY * PURE® MopeLs MP16A & MP22A

Figure 8 - Exploded View MP16A & MP22A




Table 6 - Replacement Parts MP16A & MP22A

MP16A MP22A
ftem No. Deseription Quantity Part Number Quantity Part Number
1 EASY-OFF™ End Cap 2 25-1499A1 2 25-1499A1
2 O-Ring, Static Gland 2 00-1108B 2 00-1108B
3 Steadfast™ Lamp Spacer 2 25-0210A 2 25-0210A
4 Steadfast™ Lead Wire & Socket 2 05-1219B2 2 05-2223A
5 STER-L-RAY® Lamp 1 05-1098-R 1 05-1097-R
6 Promate™ Static Gland Nut 2 25-1492D 2 25-1492D
7 Teflon® Washer 2 25-1235A 2 25-1235A
8 O-Ring, Quartz Sleeve 2 00-1238A 2 00-1238A
9 CRYSTAL CLEAR™ Quartz Sleeve | 1 15-1111A 1 15-1112A
10 Sight Port Plug 1 30-1075 1 30-1075
11 Drain Plug 1 27-1216 1 27-1216
12 Speed Nut, 6-32 2 50-1314 2 50-1314
13A Surelite™ Ballast, 120v 60Hz 1 10-0137 1 10-0137
13B Surelite™ Ballast, 220v 50Hz 1 10-0136 1 10-0136
14 Screw, Mounting 2 50-0376 2 50-0376
15 Ballast Housing 1 25-1105C 1 25-1544E
16 Screw, No. 8 x 3/8” long 4 50-1323 4 50-1323
17 Chamber 1 25-1465E2 1 25-1465E3
18A* Line Cord, (120v 60Hz) 1 35-1100 1 35-1100
18B* Power Cord 6’ (220v 50Hz) 1 35-1452 1 35-1452
19 Standoff, Mounting 2 50-0375 2 50-0375

* not depicted in Figure 8 on previous page

All specifications, dimensional data, etc. are approximate and subject to change without notice.

19



20

MIGHTY*PURE® MopeLs MP36C & MP49C

Figure 9 - Exploded View MP36C &MP49C




Table 7 - Replacement Parts MP36C &MP49C

Item No. Description MP36C MPpa5C
Quantity Part Number Quantity Part Number
1 EASY-OFF™ End Cap 2 25-1499A1 2 25-1499A1
2 O-Ring, Static Gland 2 00-1108B 2 00-1108B
3 Steadfast™ Lamp Spacer - - 2 25-0209A
4 Steadfast™ Lead Wire & Socket 2 05-1218A2 2 05-1218A2
5 STER-L-RAY® Lamp 1 05-1343-R 1 05-1334-R
6 Promate™ Static Gland Nut 2 25-1492D 2 25-1492D
7 Teflon® Washer 2 25-1235A 2 25-1235A
8 O-Ring, Quartz Sleeve 2 00-1238A 2 00-1238A
9 CRYSTAL CLEAR™ Quartz Sleeve | 1 15-1113A 1 15-1114A
10 Sight Port Plug 1 30-1075 1 30-1075
11 Chamber 1 25-1465G4 1 25-1465F5
12 Drain Plug 1 27-1216 1 27-1216
13 Screw, 1/47-20 x 3/8” long 4 50-1034 4 50-1034
14 Lock Washer, 1/4” 4 50-1321 4 50-1321
15 Flat Washer 1/4” 4 50-1317 4 50-1317
16 Ballast Housing Cover 1 25-0394A 1 25-0350A
17 Screw, No. 8 x 3/8” long 8 50-1323 8 50-1323
18 Speed Nut, 6-32 2 50-1314 2 50-1314
19A Surelite™ Ballast, 120v 60Hz 1 10-0137 1 10-0137
19B Surelite™ Ballast, 220v 50Hz 1 10-0136 1 10-0136
20 Ballast Housing 1 25-0395D 1 25-0351B
21 Screw, Mounting 2 50-0376 2 50-0376
22A% Line Cord (120v 60Hz) 1 35-1100 1 35-1100
22B* Power Cord 6’ (220v 50Hz) 1 35-1452-R 1 35-1452-R
23 Standoft, Mounting 2 50-0375 2 50-0375

* not depicted in Figure 9 on previous page

All specifications, dimensional data, etc. are approximate and subject to change without notice.
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